ANGABEN ZUM OKODESIGN

Auf der Grundlage der Verordnung (EU) Nr. 327/2011 der Europédischen Kommission zur Durchfiihrung der Richtlinie 2009/125/EG des

Europdischen Parlaments
In Bezug auf Ventilatoren

SODECA, S.L.U.

ERP: Eigenschaften des besten Effizienzpunkts (BEP)
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CPV/ATEX-815-2T/2G Ex db

CPV/ATEX-8154T/2G Ex db

CPV/ATEX-1020-2T/2G Ex db

CPV/ATEX-10204T/2G Ex db

CPV/ATEX-1020-6T/2G Ex db

CPV/ATEX-1325-2T/2G Ex db

CPV/ATEX-13254T/2G Ex db

CPV/ATEX-1325-6T/2G Ex db

CPV/ATEX-16304T/2G Ex db

CPV/ATEX-1630-6T/2G Ex db

CPV/ATEX-815-2T/2G Ex eb

CPV/ATEX-8154T/2G Ex eb

CPVIATEX-1020-2T/2G Ex eb

CPV/ATEX-10204T/2G Ex eb

CPV/IATEX-1020-6T/2G Exeb

CPV/ATEX-1325-2T/2G Ex eb

CPVIATEX-13254T/2G Exeb

CPV/ATEX-1325-6T/2G Ex eb

CPVIATEX-16304T/2G Exeb

CPV/ATEX-1630-6T/2G Ex eb

CPV/IATEX-815-2T/2D Ex tb

CPV/ATEX-8154T/2D Ex tb

CPV/IATEX-1020-2T/2D Ex tb

CPV/ATEX-1020-4T/2D Ex tb

CPV/IATEX-1020-6T/2D Ex tb

CPV/IATEX-1325-2T/2D Ex tb

CPVIATEX-13254T/2D Ex tb

CPV/IATEX-1325-6T/2D Ex tb

CPV/IATEX-1630-4T/2D Ex tb

CPV/IATEX-1630-6T/2D Ex tb
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