
a) fan type
b) fan efficiency [%]
c) VSD assumed in data
d) Measurement category

e) Efficiency category
f) N fan
g1) Pe [kW]
g2) qv [m³/h]

g3) Δp [Pa]
h1) dual use fan
h2) reversible fan
h3) low noise fan

i) DC voltage lower than 100 V
k) σΒΕΡ
l) fan speed [rpm]
m) specific ratio

j) p) q) significant elements, disassembly and
recycling info on product manual

Model a) b) c) d) e) f) g1) g2) g3) h1) h2) h3) i) k) l) m)
CMP/EC-616-2M-0.75 IE5 forward curved centrifugal fan 50.1 VSD built-in to the fan C Static 66.2 0.292 644 711 No No No No 0.00 2810 1.01
CMP/EC-620-2M-0.5 IE5 forward curved centrifugal fan 53.3 VSD built-in to the fan C Static 67.4 0.451 765 1010 No No No No 0.00 2780 1.01
CMP/EC-718-2M-1 IE5 forward curved centrifugal fan 56.6 VSD built-in to the fan C Static 69.3 0.621 1143 1004 No No No No 0.00 2810 1.01

CMP/EC-820-2M-1.5 IE5 forward curved centrifugal fan 58.4 VSD built-in to the fan C Static 71.2 0.601 938 1219 No No No No 0.00 2820 1.01
CMP/EC-820-4M-0.33 IE5 ErP Exclude. Pe < 125 W
CMP/EC-922-4M-0.75 IE5 forward curved centrifugal fan 56.8 VSD built-in to the fan C Static 74.0 0.231 1190 339 No No No No 0.00 1420 1.00
CMP/EC-1025-4M-1.5 IE5 forward curved centrifugal fan 46.3 VSD built-in to the fan C Static 60.3 0.459 1477 462 No No No No 0.00 1455 1.01
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