ECODESIGN INFORMATION

According to Regulation EU No 327/2011 of the European Commission, implementing Directive 2009/125/CE of European Parliament
Apply to fans

SODECA, S.L.U. www.sodeca.com

ERP: Performance at the best efficiency point (BEP,

MC Measurement category [m3h] Fowrate ne [%] | Eficiency

EC Hficiency category [Pa] Static pressure / Total pressure N Hficiency grade
VSD Variable Speed Drive [RPM] | Speed [kw] Input power

SR Specific ratio

Model MC EC VSD SR ne[%] N kW] [m3h] [Pa] [RPM]
CAS-2422T-0.5 B | Callovite Falownik nie wymagany 102 | 552 | 687 | 0527 650 1612 | 2731
CAS-248-2T-1 IE3 B | Callovite Falownik nie wymagany 103 | 562 | 674 | 0.865 500 3499 | 2834
CAS-248-2T-1.5 IE3 B | Caltovite Falownik nie wymagany 103 | 586 | 69.1 1.006 658 3225 | 2869
CAS-254-2T-2 IE3 B | Callovite Falownik nie wymagany 104 | 585 | 670 | 1.568 733 4507 | 2889
CAS-254-2T-3 IE3 B | Caltovite Falownik nie wymagany 104 | 585 | 666 | 1.699 790 4532 | 2940
CAS-260-2T-3 IE3 B | Callovite Falownik nie wymagany 105 | 592 | 661 | 2182 876 5306 | 2922
CAS463-2T-5.5 IE3 B | Caltovite Falownik nie wymagany 107 | 614 | 659 | 3714 | 1150 | 7131 2916
CAS463-2T-7.5 IE3 B | Callovite Falownik nie wymagany 107 | 645 | 683 | 4305 | 1511 | 6610 | 2951
CAS467-2T-7.5 IE3 B | Caltovite Falownik nie wymagany 108 | 625 | 652 | 5553 | 1550 | 8065 | 2936
CAS467-2T-10 IE3 B | Callovite Falownik nie wymagany 108 | 667 | 691 | 5894 | 1752 | 8075 | 2950
CAS-571-2T-10 IE3 B | Caltovite Falownik nie wymagany 109 | 668 | 691 | 5970 | 1527 | 939%6 | 2950
CAS-571-2T-15 IE3 B | Callovite Falownik nie wymagany 109 | 681 | 692 | 7804 | 2168 | 8819 | 2964
CAS640-2T-2 IE3 B | Caltovite Falownik nie wymagany 102 | 715 | 799 | 1610 | 2600 | 1595 | 2886
CAS645-2T-3 IE3 B | Callovite Falownik nie wymagany 103 | 642 | 706 | 2469 | 2000 | 2853 | 2912
CAS645-2T4 IE3 B | Caltovite Falownik nie wymagany 103 | 640 | 698 | 2836 | 2312 | 2827 | 2926
CAS650-2T-5.5 IE3 B | Callovite Falownik nie wymagany 104 | 734 | 773 | 4264 | 3108 | 3627 | 2904
CAS-650-2T-7.5 IE3 B | Caltovite Falownik nie wymagany 104 | 677 | 708 | 5046 | 3128 | 3929 | 2042
CAS8522T-7.5 IE3 B | Callovite Falownik nie wymagany 105 | 756 | 779 | 6099 | 3500 | 4741 2930
CAS-852-2T-10 IE3 B | Caltovite Falownik nie wymagany 105 | 749 | 766 | 6922 | 3786 | 4931 2942
CAS-856-2T-15 IE3 B | Callovite Falownik nie wymagany 105 | 693 | 700 | 8577 | 4320 | 4948 | 2961
CAS-863-2T-15 IE3 B | Caltovite Falownik nie wymagany 106 | 67.7 | 677 | 10755 | 4000 | 6556 | 2951
CAS-863-2T-20 IE3 B | Callovite Falownik nie wymagany 106 | 686 | 683 | 13417 | 5114 | 6474 | 2955
CAS-971-2T-30 IE3 B | Callovite Falownik nie wymagany 108 | 715 | 707 | 23109 | 7724 | 7699 | 2951
CAS-971-2T40 IE3 B Catlowite Falownik nie wymagany 1.08 69.3 68.3 27.984 9166 7619 2965
CAS-790-2T-20 IE3 Wyiaczajac. Szczegolny wekaznik > 1,11
CAS-980-2T-30 [E3 B | Catlovite Falowniknie wymagany | 110 | 657 | 650 | 20621 | 4646 | 10497 | 2956
CAS-990-2T-50 IE3 Wyiaczajac. Szczegolny wekaznik > 1,11

CAS-1080-2T40 IE3 Wytaczajgce. Szczegolny wekaznik> 1,11
CAS-1090-2T-60 IE3 Wyiaczajac. Szczegolny wekaznik > 1,11
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