ECODESIGN INFORMATION Applies to non-residential ventilation units (NRVU)
According to Regulation EU No 1253/2014 of the European Commission, implementing Directive 2009/125/CE of European Parliament

SODECA, S.L.U. www.sodeca.com
b) Model f) Themmal efficiency of heat j) Face velocity at design flow rate n) Static efficiency of fans according to (EU) q) Visual filter waming
c) Typology recovery (%) K) Nominal extemal pressure 327/2011 r) LWA radiated
d) Drive type g) Nominal flowrate 1) Intemal pressure drop of ventilation o1) Max. intemal leakage rate
e) HRS type h) Effective electric powerinput ~ components 02) Max. extemal leakage rate
i) SFPint m) Intemal pressure drop of non-ventilation p) Energy performance of the filters
components
b) c) d) e) H| 9 h) i) i) | kK| |m]| n |ol)|o2) p) qa r) | ERP
%| m¥s| KW [Wm¥s| m/s | Pa |Pa|Pa|l % | % |% dBA
HT/EC454M051E5 | NRWU/ Mk NIES 1.0250.340| 230 |6.20| 151 454 1.1 e ez 2018
uvwu variabila aplica aplica manualul
HT/ECS04M0.75 | NRVU/ Viteza Nu s 1.308|0.469 | 230 |6.30(173 482 (1.1 Nu s vez 2018
IES uvu variabila aplica aplica manualul
HT/ECS64M-11E5 | NRVU/ Vi NIED 1368 | 0.665| 230 |5.60 | 189 393 1.1 MIED bzl 2018
uwu variabila aplica aplica manualul
HT/EC634M-1.51E5 | NRVU/ Viteza Nu s 25231.044| 230 |7.80|195 472[13 Nu s vez 2018
uvu variabila aplica aplica manualul
HT/ECT14M1.51E5 | R/ iz e 2.9291.364| 230 |7.40|258 553 1.3 NIED Ve 2018
uwu variabila aplica aplica manualul
HT/EC804T31E5 | NRVU/ Viteza Nu s 3929|1.972| 230 |7.80|312 622(13 Nu s vez 2018
uvu variabila aplica aplica manualul
HT/EC904T551E5 | "R/ Wiz NED 46193059 230 |7.30|317 47913 e el 2018
uwu variabila aplica aplica manualul
HT/EC1006T-31E5 | NRVU/ Viteza Nu s 3.855|1.505| 230 |4.90(176 425(14 Nu s vez 2018
uwu variabila aplica aplica manualul
HT/EC100-6T-5.51E5| NRVU/ Witz NED 43222091 230 |550| 192 306|1.4 i el 2018
uwu variabila aplica aplica manualul
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